
Factory Offer Z220 Z275 DX51D DX52D DX53D DX54D Hot Dipped Galvanized
Steel Strip Coils

Basic Information

wuxi

tai-steel

ISO9001

DX51D DX52D DX53D DX54D

10 Tons

$1750.00/Tons 10-999 Tons

Wooden pallet ,Wooden box or according to
customer's request

8-14 days

L/C, T/T

20000 Ton/Tons per Month

Product Specification

Steel Coil

0.12-0.2

Custom

Galvanzied Steel

Z30-Z40

Hot Rolled Based, Cold Rolled Hot Rolled

±1%

Welding, Punching, Cutting, Bending,
Decoiling

Galvanized Steel Strip Dx51d Z125, 
Galvanized Steel Strips Dx51d Z125, 
dx51d z275 steel

More Images

for m
ore products please visit us on stainless-steelsheetcoil.com

Place of Origin:

Brand Name:

Certification:

Model Number:

Minimum Order Quantity:

Price:

Packaging Details:

Delivery Time:

Payment Terms:

Supply Ability:

Type:

Thickness:

Length:

Grade:

Coating:

Technique:

Tolerance:

Processing Service:

Highlight:

Wuxi TAIDING Stainless Steel Co., Ltd.
stainless-steelsheetcoil.com
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Product Description

China manufacture DX51D Z275 Z220 GI hot dipped galvanized steel coil 
The use of galvanized/galvannealed products in the automotive industry is growing over the years because of the
requirements for improved corrosion resistance and paint adherence. Most automotive manufacturers use galvanized products
for both exterior and interior parts, enabling them to guarantee up to life-time warranty against corrosion. Hot dip galvanized
steels are used for various components of the car body. 
Specification

Product
Name Galvanized steel coil

Material

Dx51D, Dx52D, Dx53D, DX54D, S220GD, S250GD, S280GD, S350GD, S350GD, S550GD;
SGCC, SGHC, SGCH, SGH340, SGH400, SGH440, SGH490,
SGH540, SGCD1, SGCD2, SGCD3, SGC340, SGC340 , SGC490, SGC570; SQ CR22 (230),
SQ CR22 (255), SQ CR40 (275), SQ CR50 (340), SQ
CR80(550), CQ, FS, DDS, EDDS, SQ CR33 (230), SQ CR37 (255), SQCR40 (275), SQ
CR50 (340), SQ CR80 (550); or Customer’s Requirement

Thickness 0.12-6.00mm or customer's requirement
Width 600mm-1500mm, according to customer's requirement
Zinc coated30g-275g/m2
Type of
Coating Hot Dipped Galvanized Steel

Surface
Treatment Passivation(C), Oiling(O), Lacquer sealing(L), Phosphating(P), Untreated(U)

Surface
Structure Normal spangle coating(NS), minimized spangle coating(MS), spangle-free(FS)

Coil ID 508mm or 610mm
Coil Weight 3-20 metric ton per coil
Standard JIS 3302 / ASTM A653 /EN10143 AISI , ASTM , DIN , GB , JIS G3302 G3312 G3321 , BS
Technique Hot Rolled / Cold Rolled

Product
Application

1. Fence, greenhouse, door pipe,greenhouse
2. Low pressure liquid, water, gas, oil, line pipe
3. For both indoor and outdoor the building construction
4. Widely used in scaffolding construction which is much cheaper and convenient

Origin Shandong China
Certificates API ISO9001-2008,SGS.BV
Delivery
Time Usually within 10-45 days after receipt of advance payment
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Packing & Delivery



 
Company Profile
 

shanghai Jans steel Co., Ltd., is a stainless steel/carbon steel/alloy company engaged in the
researching, stocking, sale and service of stainless steel sheet, stainless steel pipes, stainless steel
profile, stainless steel bar, stainless steel coils. Carbon steel, alloy steel products. We are located in
China with convenient transportation access. Our factory has rich experience in selling, stocking as we
are engaged in domestic market and foreign market. Our company is the collection of selling and
stocking. And now we have stock over 2000 tons with more than 800 kinds of specifications in our
warehouse. Dedicated to strict quality control and thoughtful customer service, our experienced staff
members are always available to discuss your requirements and ensure full customer satisfaction. Selling
well in all cities and provinces around China.
Our company is sincerely willing to cooperate with enterprises from all over the world in order to realize a
win-win situation since the trend of economic globalization has developed with anirresistible force.
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Application

Wuxi TAIDING Stainless Steel Co., Ltd.



 +86 15850543668  vincentfang@taidingss.com  stainless-steelsheetcoil.com

28 Nongshi Road, Xishan District, Wuxi City, Jiangsu Province, China

Wuxi TAIDING Stainless Steel Co., Ltd.


	Galvanized Steel Strip Dx51d Z125
	Galvanized Steel Strips Dx51d Z125
	dx51d z275 steel

